
• 1/3” SONY Super HAD / 450 TV Line
• Built-in Board Lens 3.6 mm. / 0 LUX
• IR LED 36 pcs. Ø0.5 mm. / Range 10 Meter
• Weatherproof IP67

• กลองอินฟาเรดขนาด CCD 1/3” Sony
• ความละเอียดทางแนวนอน 450 เสน  
• พรอมหลอดอินฟาเรดดวงใหญจํานวน 36 ดวง 
• มองทีมื่ดสนิทได 10-15 เมตร 
• กันนํ้าใชไดทั้งภายในและภายนอก / ปรับแสงอัตโนมัติ 
• ตัวบอด้ีกลองทําดวยเหลก็หลอ แขง็แรง 

﹣10°C ~ 50°COperating Temp.

IR On:330mA max., IR Off:80mA max.Power Consumption

DC12V±10%Power Supply

IP 67 Weatherproofing

10 M Illumination Distance

850 nmWavelength

36 pieces Ø5 IR-LEDInfrared Luminary

1 Vp-p / 75 OhmsVideo Output

InternalSync. System

AutoWhite Balance

Fixed Iris Lens 3.6mm / F1.6 (option: 6/ 8/12/16mm)Lens Furnished

0.45Gamma

On/Off (NTSC:1/100, PAL:1/120)Flickerless Mode

NTSC:1/60~1/100,000, PAL:1/50~1/110,000Electronic Shutter

More than 48dBS/N Ratio

0.1 Lux / F1.6 (Day), 0 Lux (IR on)Min. Illumination

450 TV Line Resolution

NTSC: 512x582 PAL: 512x582Picture Elements 

1/3" Color Sony Super HADImage Device 

KW-274IR


