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Emergency Light



IPL LED S SERIES

IPL LED S SERIES

MODEL LAMP
(Watt) 

DURATION
(Hrs.-Mins)

IPL 127-212 LED S

IPL 127-213 LED S

IPL 127-213 LED S

IPL 127-213 LED S

BATTERY

REMARKS : 3W LED is equivalent to halogen 35W, 9W LED is equivalent to halogen 50W, 12W LED is equivalent to halogen 55W

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

2x3 12.00

4.00

3.00

8.00

2.30

2.00

2x9

2x12

3x3

3x9

3x12

IPL 127-212 LED S

IPL 127-212 LED S

85 mm300 mm

23
0 

m
m

85 mm300 mm

23
0 

m
m

SPECIFICATION

Mode of operation           Non-maintained

LED spec

Main supply

Construction

 Battery

Charger

Charger period

Safety features

Key features

IPL 127-213 LED SIPL 127-212 LED S



IPL LED A SERIES

IPL LED A SERIES

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

MODEL LAMP
(Watt) 

DURATION
(Hrs.-Mins)

IPL 127-213 LED A

IPL 127-213 LED A
IPL 127-213 LED A

IPL 127-212 LED A

IPL 127-212 LED A

IPL 127-212 LED A

BATTERY

REMARKS : 3W LED is equivalent to halogen 35W, 9W LED is equivalent to halogen 50W, 12W LED is equivalent to halogen 55W

2x3 12.00

4.00

3.00

8.00

2.30

2.00

2x9

2x12

3x3

3x9

3x12

Mode of operation            Non-maintained

LED spec

Main supply

Construction

Battery

Charger

Charging period

Safety features

Indicators

SPECIFICATION

85 mm300 mm

23
0 

m
m

85 mm300 mm

23
0 

m
m



IPL LED SERIES

 IPL LED  SERIES

Mode of operation          Non-maintained

LED spec 

Main supply

Construction

Battery

Charger

Charging period             

Safety features

Indicators 

SPECIFICATION

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

MODEL LAMP
(Watt) 

DURATION
(Hrs.-Mins)

IPL 127-213 LED

IPL 127-213 LED
IPL 127-213 LED

IPL 127-212 LED 

IPL 127-212 LED 

IPL 127-212 LED 

BATTERY

12v 7.5Ah

12v 7.5Ah

12v 7.5Ah

REMARKS : 3W LED is equivalent to halogen 35W, 9W LED is equivalent to halogen 50W, 12W LED is equivalent to halogen 55W

2x3 12.00

4.00

3.00

8.00

2.30

2.00

2x9

2x12

3x3

3x9

3x12

D
IPL 127-213 LED

IPL 127-212 LED 

IPL 127-212 LED IPL 127-213 LED

85 mm300 mm

23
0 

m
m

85 mm300 mm

23
0 

m
m



 IMPACT LIGHT SERIES

IMPACT LIGHT SERIES

MODEL LAMP
(Watt) 

DURATION
(Hrs.-Mins)

BATTERY

IPL 127-212

IPL 127-212

IPL 127-213

IPL 127-213

2 X 8
(

3 X 8
(

2 x 20
(

12V 7.5Ah

12V 7.5Ah

12V 12Ah

4.30

2.30

3.00

80 x 335 x 310

80 x 400x 310

115 x 335 x 245

DIMENSION
WxLxH(mm.)

SPECIFICATION

80 mm335 mm

31
0 

m
m

80 mm400 mm

31
0 

m
m

Dichoric



EL SERIES

 EL SERIES

EL 172 P, EL 242 P ( )

EL 172, EL 242 ( )

SPECIFICATION

377 mm 80 mm

28
8 

m
m

380 mm 90 mm
32

4 
m

m

Halogen 

Halogen 

Halogen Halogen 

12v 15Ah

12v 18Ah

12v 21Ah

12v 24Ah

12v 15Ah

12v 18Ah

12v 21Ah

12v 24Ah

MODEL LAMP
(Watt) (Hrs.-Mins)

EL 242 P

EL 172 P

BATTERY DURATION

2x35 2.00

2.30

2.00

2.00

2x35

2x50
(

2x55

12v 15Ah

12v 18Ah

12v 21Ah

12v 24Ah

12v 15Ah

12v 18Ah

12v 21Ah

12v 24Ah

MODEL LAMP
(Watt) (Hrs.-Mins)

EL 242

EL 172

BATTERY DURATION

2x35 2.00

2.30

2.00

2.00

2x35

2x50
(

2x55



EL SERIE

 EL SERIES

EL 332

EL 402

MODEL LAMP
(Watt) 

DURATION
(Hrs.-Mins)

EL 402

BATTERY

12v 40Ah

12v 40Ah

12v 40Ah

2x35 5.30

4.00

3.30

2x50
(

2x55

MODEL LAMP
(Watt) 

DURATION
(Hrs.-Mins)

EL 332

BATTERY

12v 26Ah

12v 26Ah

12v 26Ah

12v 33Ah

12v 33Ah

12v 33Ah

2x35 3.30

2.30

2.20

4.30

3.00

3.00

 2x55

2x35

2x50
(

2x50
(

2x55

Mode of Operation   Non – Maintained

Lamp 

Main Supply 

Construction 

Battery 

Charging Period   

Chargers 

Safety Features 

SPECIFICATION

06 

142 mm405 mm

31
0 

m
m

170 mm385 mm

34
0 

m
m

Dichoric

Halogen 

Dichoric

Halogen 
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Exit Sign



07 

EXIT SIGN

 l EXIT SIGN INFORMATION    

10 15 x 18

21 x 25

28 x 32

(1.4a) x (1.4a + 4 )

15 x 33

21 x 46

28 x 60

(1.4a) x (2.8a + 4 )

24

15

20

>20

36

48

2.4a

EXIT SIGN
INFORMATION



08l LED EXIT SIGN

LED EXIT SIGN

SIDE BATTERY DIMENSION
WxLxH(mm.)

1 3.00
43x370x212

MODEL

EXIT SLED B1 3.6V 1800mAh 

1 3.00
40x370x210

EXIT SLED B1 3.6V 1800mAh 

2 3.00EXIT SLED B2 3.6V 1800mAh 

2 3.00EXIT SLED B2 3.6V 1800mAh 

REMOTE

SIDE BATTERY DIMENSION
WxLxH(mm.)MODEL REMOTE

1 3.00
70 x 398 x 43

EXIT SLED S1 3.6V 1800mAh 

1 3.00
78 x 383 x 35

EXIT SLED S1 3.6V 1800mAh 

2 3.00EXIT SLED S2 3.6V 1800mAh 

2 3.00EXIT SLED S2 3.6V 1800mAh 

DURATION
(Hrs.-Mins)

2EXIT SLED B2 3.6V

SIDE BMODEL

1EXIT SLED S1 3.6V

Mode of operation  Maintained

Lamp  

Main supply  85 - 265 

Construction  

Battery  

Charger  

Charging period  

Indicator  

Legend  

Mounting

Indicator  

SPECIFICATION

SAFETY FEATURES

43 mm370 mm

212 mm

370 mm 43 mm

212 mm

DURATION
(Hrs.-Mins)



09 l 

EXIT SIGN
FLUORESCENT,PL

3.00

2.00

3.00

2.00

1x11 PL
2.30

1.30

2x11 PL
2.30

1.30

LAMP BATTERYMODEL

EXIT B1 / B2

DURATION
(Hrs.-Mins)

MODEL

3.00

2.00

3.00

2.00

1x11 PL
2.30

1.30

2x11 PL
2.30

1.30

EXIT S1 / S2

LAMP BATTERY
DURATION
(Hrs.-Mins)

170 mm

100 mm510 mm

480 mm 90 mm

120 mm



10 

NOTE

             

SPECIFICATION



03
Central Battery



11 l IPL SERIES 

142 mm

80 mm340 mm

IPL SERIES (12 V DC)

POWER BATTERY DIMENSION
WxLxH(mm.)

40W

60W

12V 7.5Ah 

12V 12Ah 2.00

1.45 80 x 340 x 142

102 x 335 x 160

MODEL

IPL 127-212

IPL 127-212

Mode of Operation Non – Maintained

Lamp

Main Supply 

Construction

Battery 

Charging Period 

Chargers 

Safety Features 

SPECIFICATION

IPL 127-212

DURATION
(Hrs.-Mins)



 l EL SERIES 

251 mm

90 mm360 mm

EL SERIES (12 V DC)

EL P Series (12V DC)

POWER BATTERY
DIMENSION
WxLxH(mm.)

 110W 12V 24Ah 2.00

 70W

 100W

12V 15Ah 

12V 21Ah 2.00

1.45
90 x 360 x 251

90 x 360 x 251

MODEL

EL 172 P

EL 242 P

Mode of Operation   Non – Maintained

Lamp 

Main Supply

Construction  

Battery 

Charging Period   

Chargers

Safety Features

Option

SPECIFICATION

EL172

DURATION
(Hrs.-Mins)



13 l EL SERIES 

EL SERIES (12 V DC)

EL ( ) Series (12V DC)

POWER BATTERY
DIMENSION
WxLxH(mm.)

 70W

 100W

 110W

 120W

165W

200W

12V 15Ah 

12V 21Ah 

12V 24Ah 

12V 26Ah 

12V 33Ah 

12V 40Ah 

2.00

2.00

2.00

2.00

2.00

2.00

80 x 347x 213

170  x 385 x 235

142  x 385 x 235

MODEL

EL 172

EL 242

EL 332

EL 332

EL 402

Mode of Operation   Non – Maintained

Lamp 

Main Supply 

Construction 

Battery 

Charging Period    

Chargers 

Safety Features 

Option

SPECIFICATION

EL402 385 mm 170 mm

235 mm

DURATION
(Hrs.-Mins)



 l SL SERIES 

SL SERIES 

Mode of operation           Non-maintained
Remote lamp
Main supply
Construction
Battery
Charger 

Charging period
Safety features

Indicators

Options

POWER BATTERY DIMENSION
WxLxH(mm.)

 300W

 350W

 500W

 600W

750W

 1000W

1200W

1500W

 2000W

2400W

12V 65Ah 

12V 75Ah 

12V 100Ah 

12V 100Ah x2 

12V 120Ah x2 

12V 100Ah x4

12V 120Ah x4 

12V 150Ah x2 

12V 120Ah 

12V 150Ah 

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

200 x 575 x 610

200 x 575 x 930

200 x 870 x 1060

MODEL

SL 1007 (12V DC)

SL 2810 
(12V DC,24V DC)

SPECIFICATION

SL2810SL1007200 mm

61
0 

m
m

93
0 

m
m

575 mm 200 mm575 mm

DURATION
(Hrs.-Mins)



15 l HPE SERIES 

HPE SERIES ( 220 V AC ) 

POWER BATTERY
DIMENSION
WxLxH(mm.)

MODEL

HPE 500

HPE 750

HPE 1000

HPE 1500

HPE 2000

500W

750W

1000W

1500W

2000W

12V 65Ah x 2

12V 120Ah x 2

12V 100Ah x 4

12V 120Ah x 4

12V 100Ah x 2

2.00

2.00

2.00

2.00

2.00

200 x 870 x 740

200 x 870 x 1060

Mode of Operation       Non – Maintained, Maintained
Lamp  
Main Supply  
Construction  
Battery  
Charging Period  
Chargers 
 
Safety Features  
 
 

Indicators  
 

Options

SPECIFICATION

870 mm 200 mm

870 mm 200 mm

74
0 

m
m

10
60

 m
m

DURATION
(Hrs.-Mins)



04
Lamps



16  l DOWNLIGHT LED

Downlight
LED

Model : DL LED-3W

Lamp Power : 3W
Main Supply : 12 V DC
Dimension : 100x100x90 mm.

(W x L x H)

(W x L x H)

(W x L x H) (W x L x H) (W x L x H) (W x L x H)

(W x L x H) (W x L x H)

(W x L x H)

Model : DL LED-13W

Lamp Power : 13W Lamp Power : 17WLamp Power : 10W
Main Supply : 12 V DC/220 V AC
Dimension : 150x150x80 mm.

Model : DL LED-3WF

Lamp Power : 3W
Main Supply : 12 V DC
Dimension : 78x78x65 mm.

Model : DL LED-13WF

Lamp Power : 13W
Main Supply : 12 V DC/220 V AC
Dimension : 130x130x68 mm.

Model : DL LED-7WF

Lamp Power : 7W
Main Supply : 12 V DC/220 V AC
Dimension : 91x91x58 mm.

Model : DL LED-17WF

Lamp Power : 17W
Main Supply : 12 V DC/220 V AC
Dimension : 180x180x79 mm.

Model : DL LED-8W

Lamp Power : 8W
Main Supply : 12 V DC/220 V AC
Dimension : 130x130x80 mm.

Model : DL LED-10W

Main Supply : 12 V DC/220 V AC
Dimension : 125x125x75 mm.

Model : DL LED-17W

Main Supply : 12 V DC/220 V AC
Dimension : 150x150x90 mm.

 

W

: 
(W

LED-10W



17 l REMOTE LAMP LED

(W x L x H)
(W x L x H)

(W x L x H)
(W x L x H)

(W x L x H) (W x L x H)

Model : RLD-1LED

Lamp Power : 3 W LED 
Main Supply : 12 V DC
Dimension : 110x90x120 mm.

Model : RL-1LED

Lamp Power : 3W LED,9W LED,
                     12W LED 
Main Supply : 12 V DC
Dimension : 110x118x110 mm.

Model : RLD-2LED

Lamp Power : 2x3 W LED 
Main Supply : 12 VDC
Dimension : 230x90x120 mm.

Model : RL-2LED

Lamp Power : 2x3W LED, 
                     2x9W LED,2x12W LED 
Main Supply : 12 VDC
Dimension : 230x118x110 mm.

Model : RL-3LED

Lamp Power : 3x3W LED,3x9W LED,
                     3x12W LED
Main Supply : 12 VDC
Dimension : 300x118x110 mm.

Model : RLD-3LED

Lamp Power : 3x3 W LED 
Main Supply : 12 VDC
Dimension : 300x90x120 mm.

Remote Lamp LED

LED Load Table
For Central Battery

MODEL
3W

IPL 127-212 36W 9 4 3 4 3 2 2 5 2 2

17 7 5 8 7 5 4 10 5 4

22 10 7 11 9 7 5 13 7 5

25 11 8 12 10 7 6 14 7 6

27 12 9 13 11 8 6 15 8 6

EL 172 15Ah 70W

EL 172 18Ah 90W

EL 172 21Ah 100W

EL 242 24Ah 110W

30 13 10 15 12 9 7 17 9 7

40 18 13 20 16 12 9 23 12 9

50 22 16 25 20 15 11 28 15 11

75 33 25 37 30 23 18 42 23 18

87 38 29 44 35 27 20 50 27 20

EL 242 26Ah 120W

EL 332 33Ah 165W

EL 402 40Ah 200W

SL 1007 65Ah 300W

SL 1007 75Ah 350W

125

150

187

250

300

55

66

83

110

130

40

50

62

83

100

62

75

94

125

150

50

60

75

100

120

38

46

57

77

92

29

35

44

59

70

71

85

107

142

170

38

46

57

77

92

29

35

44

59

70

SL 2810 100Ahx2 1000W

SL 1007 150Ah 750W

SL 1007 120Ah 600W

SL 1007 100Ah 500W

SL 2810 120Ahx2 1200W

375 165 125 187 150 115 88 214 115 88

600 265 200 300 240 184 141 342 184 141

500 220 167 250 200 154 117 286 154 117

SL 2810 150Ahx2 1500W

SL 2810 100Ahx4 2000W

SL 2810 120Ahx4 2400W

9W 12W 8W 10W 13W 17W 7W 13W 17W

Emergency lamp Downlight lamp Downlight lamp



18 l DOWNLIGHT HALOGEN

(W x L x H)

(W x L x H)

Lamp Power : Dichroic 20W,35W,50W,55W

Main Supply : 12 V DC
Dimension : 100x100x90 mm.

Downlight
Halogen

Lamp Power : Dichroic 20W,35W,50W,55W

Main Supply : 12 V DC

Dimension : 78x78x65 mm.



19 l REMOTE LAMP HALOGEN

Model : RLT-1

Lamp Power : Halogen 35W,
                     55W
Main Supply : 12 V DC
Dimension : 110x80x145 mm.

Model : RLS-1

Lamp Power : Halogen 35W
                     55W
Main Supply : 12 V DC
Dimension : 158x103x120 mm.

Model : RLD-1

Lamp Power : Dichoric 20W,
                     35W,50W,55W
Main Supply : 12 VDC
Dimension : 110x90x120 mm.

Main Supply : 12 V DC
Dimension : 230x90x120 mm.

Model : RLD-2

Lamp Power : Dichoric 2x20W,
                     2x35W,2x50W,2x55W

Model : RLT-2

Main Supply : 12 V DC
Dimension : 230x80x145 mm.

Lamp Power : Halogen 2x35W,
                     2x55W

Remote Lamp
Halogen

Model : RLS-2

Main Supply : 12 V DC
Dimension : 320x103x120 mm.

Lamp Power : Halogen 2x35W,
                     2x55W

(W x L x H) (W x L x H) (W x L x H)

(W x L x H)(W x L x H) (W x L x H)

Main Supply : 12 V DC
Dimension : 300x90x120 mm.

Lamp Power : Halogen 3x20W,
                      3x35W,3x50W,3x55W

Model : RLD-3

(W x L x H)

Main Supply : 12 V DC
Dimension : 300x80x145 mm.

Lamp Power : Dichroic 3x35W,
                     3x55W

Model : RLT-3

(W x L x H)



 l LED LAMP

Model : EXALED Flood Light

LED Lamp
MODEL

Beam Angle

Dimension

EXA-HB-60W EXA-HB-90W EXA-HB-120W EXA-HB-150W EXA-HB-180W

60W 90W 120W 150W 180W

7200 lumen 10800 lumen 14400 lumen

IP 65

18000 lumen 21600 lumen

>0.98

MODEL

Beam Angle

Dimension

EXA-GL-60WEXA-GL-30W EXA-GL-90W EXA-GL-120W EXA-GL-150W EXA-GL-180W

60W 90W 120W 150W 180W

7200 lumen

30W

3600 lumen 12000 lumen 14400 lumen 18000 lumen 21600 lumen

>0.98

Model : EXALED Tube

Model : EXALED Highbay

0.95 0.98 0.95 0.980.95 0.98 0.95 0.98

MODEL

Beam Angle

Dimension

EXA-TU21-11WN EXA-TU22-12WN EXA-TU41-18WN EXA-TU42-20WN

11W 12W 18W 18W

180 g. 180 g. 300 g. 300 g.


