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FEATURE

1/3" Sony Super HAD II CCD, 420 TV Lines

Waterproof IR Camera

SPECIFICATIONS

IR Camera

TC-U34

Model TC-U34

Pick-up device 1/3”Sony Super HAD II CCD

Number of pixels                        PAL:500(H)x582(V)

Lens                                                              Build-in

Horizontal resolution                                   420 TVLines

Minimum illumination                                     0 LUX(IR LED ON)

S/N ratio                                                    ≥48dB 

Electronic shutter                                 1/50~1/100000 SEC

Video output                                      1.0Vp-p composite video,75Ω

Backlight compensation                                Auto 

IR View Distance                                             100 m

IR LED & Sensor   

White Balance                                                             Auto

Auto gain Control                                                             Auto

Exposure Mode                                 EE

Synchonizing System                                      Internal

Operation temperature                                            -10ºC to 50ºC

Weather Proof                                             IP65

Supply voltage                                                    DC12V

                                                 Build-in 12 PCS x    10 IR LED & 1EA Sensor

- Pick-up device: 1/3" Sony Super HAD II CCD
 - Resolution: more than 420 TV lines

 - Min. Illumination : 0 LUX(IR LED ON)

 - Build-in 12 PCS IR LED High Power & 1EA Sensor

 - AWB, AGC, BLC
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